
Maintaining the UV Powerhead





We recommend you check the UV Powerhead for scale and calcium build up every 6
months. 
Clean the UV LEDs using warm water and a mild dishwashing liquid.
Use a sponge to gently clean around the LEDs to remove scale and calcium build-up. 
Rinse Powerhead with cold water.
NEVER USE SHARP OBJECTS OR ABRASIVE MATERIALS TO CLEAN THE UV LEDS.

FAILING TO DO SO MAY DAMAGE DAMAGE THE LEDS.

Oxy-Sal UV Powerhead Installation Guide 

TOOLS REQUIRED FOR INSTALLATION  

DIAMGRAM FOR INSTALLATION WITH CHLORINATOR.            
 THE POWERHEAD MUST BE INSTALLED DOWNSTREAM OF

THE CHLORINATOR CELL 

WARNING MAXIMUM DC POWER PACK VOLTAGE 
5VDC-30VDC

0-50AMPS DC - 50/60Hz 
 

 DIAGRAM FOR CONNECTION TO A TRANSFORMER
WHEN NO CHLORINATOR IS PRESENT 

 

https://oxy-sal.com 

2.  Connect the red and black wires to the power pack DC output.  You must cut off the teminals
and resolder the ends

 The UV Powerhead must be installed as per the attached diagram, always after the chlorinator
cell.  We recommend this be done by a pool service technician. 

1.

DO NOT CONNECT ANY POWER TO THE SENSOR WIRE. 


